**System**

- **Mount Kit MK-603**
  - *Required for FS-534, FS-534SD, FS-533, JS-506
- **Relay Unit RU-514**
- **Staple Kit SK-602**
  - *for FS-534, FS-534SD
- **Finisher FS-534**
  - A compact and high-performance finisher with multi-staple up to 50 sheets.
  - *MK-603 is required.
- **Punch Kit PK-520**
  - Attaches to Finisher FS-534/FS-534SD for hole punching capability (paper up to 300 g/m² thick)
- **Mount Kit MK-602**
  - *MK-603 is required.
- **Job Separator JS-506**
  - Inner job separator
  - *MK-603 is required.
- **Paper Feed Cabinet PC-114 (500 x 1)**
  - A5 (Short edge feed) to A3
  - 500 sheets x 1
  - 60 to 256 g/m²
- **Paper Feed Cabinet PC-214 (500 x 2)**
  - A5 (Short edge feed) to A3
  - 500 sheets x 2
  - 60 to 256 g/m²
- **Paper Feed Cabinet PC-414 (2,500)**
  - A4/Letter (Long edge feed)
  - 2,500 sheets
  - 60 to 256 g/m²
- **Desk DK-514**

**Note:** Some options are not listed.
### Specifications

**bizhub C287/C227 General Specifications**

<table>
<thead>
<tr>
<th>Type</th>
<th>Desktop / Full-Colour Printer / Copier / Scanner</th>
</tr>
</thead>
<tbody>
<tr>
<td>Color Support</td>
<td>Full-color</td>
</tr>
<tr>
<td>Copy Resolution</td>
<td>Scan: 600 dpi × 600 dpi</td>
</tr>
<tr>
<td>Power Requirements</td>
<td>AC220 to 240 V, 8 A (50 to 60 Hz)</td>
</tr>
<tr>
<td>Output Size</td>
<td>A3 to A5, B6, B3, B2, B1, Envelope*, Tab paper, Banner paper</td>
</tr>
<tr>
<td>Interface</td>
<td>Ethernet, USB 2.0 (Hi-Speed), Hi-Speed USB 2.0, USB 3.0, IEEE 802.11b/g/n</td>
</tr>
<tr>
<td>B/W: 22 opm (300 dpi), 17 opm (600 dpi)</td>
<td></td>
</tr>
<tr>
<td>*</td>
<td>Optional</td>
</tr>
</tbody>
</table>

**Internet Fax**

- **Protocol:** Internet Fax
- **Transmission:** TCP/IP, SMTP
- **Speed:** Max. 60 sheets, 300 dpi, 30 lines/mm

**Fax Kit FK-513 (Optional)**

<table>
<thead>
<tr>
<th>Model</th>
<th>bizhub C227</th>
<th>bizhub C287</th>
</tr>
</thead>
<tbody>
<tr>
<td>Protocol</td>
<td>SET, SMIP, TCP/IP, Simple mode</td>
<td></td>
</tr>
<tr>
<td>Transmission Mode</td>
<td>TEL, FAX</td>
<td></td>
</tr>
<tr>
<td>Sending Paper Size</td>
<td>A4, B4, A3</td>
<td></td>
</tr>
<tr>
<td>Receiving Paper Size</td>
<td>B4, B5, A4</td>
<td></td>
</tr>
<tr>
<td>Resolution</td>
<td>200 × 200 dpi, 400 × 400 dpi, 600 × 600 dpi</td>
<td></td>
</tr>
<tr>
<td>Format</td>
<td>Colour, Tiff, PDF</td>
<td></td>
</tr>
<tr>
<td>Paper Weight</td>
<td>60 to 256 g/m²</td>
<td></td>
</tr>
<tr>
<td>Memory Capacity</td>
<td>2 GB (2,048 MB)</td>
<td></td>
</tr>
<tr>
<td>Number of Abc. Dials</td>
<td>2,000</td>
<td></td>
</tr>
<tr>
<td>Number of Program Dials</td>
<td>200</td>
<td></td>
</tr>
<tr>
<td>Number of Group Dials</td>
<td>100</td>
<td></td>
</tr>
<tr>
<td>Sequential Multiple Station Transmission</td>
<td>Max. 60</td>
<td></td>
</tr>
</tbody>
</table>

**Reverse Automatic Document Feeder DF-628 (Optional)**

- **Capacity:** 30 sheets (60 to 90 g/m², B4 or larger), 2 sheets (91 to 256 g/m², as cover pages)
- **Power Requirements:** Supplied from the MFP main body
- **Dimensions:** (W) × (D) × (H) 230 × 120 × 72 mm (9-1/8" × 4-3/4" × 2-3/4")
- **Weight:** 3.2 kg (7 lb)

**Finisher FS-533 (Optional)**

- **Capacity:** 30 sheets (60 to 90 g/m², A4 or smaller), 10 sheets (91 to 256 g/m², special paper)
- **Power Requirements:** Supplied from the MFP main body
- **Dimensions:** (W) × (D) × (H) 243.5 × 145.3 × 167.5 mm (9-1/2" × 5-3/4" × 6-1/2")
- **Weight:** Approx. 9 kg (19-3/4 lb)

**Punch Kit PK-S19 (Optional)**

- **Capacity:** 3.2 holes or 4 holes

### Printer Specifications

<table>
<thead>
<tr>
<th>Type</th>
<th>Embedded</th>
</tr>
</thead>
<tbody>
<tr>
<td>Memory</td>
<td>WVP Cortex-A7 Dual Core 1.2 GHz</td>
</tr>
<tr>
<td>Standard</td>
<td>Same as above (when using the same original)</td>
</tr>
<tr>
<td>Print Resolution</td>
<td>600 × 600 dpi (enhanced with the copier)</td>
</tr>
<tr>
<td>Protocol</td>
<td>PCL6, PostScript 3 (Expansion), XPS, IPX/SPX, IPP, HTTP, FTP, E-mail</td>
</tr>
<tr>
<td>Paper Size</td>
<td>A3 to B5</td>
</tr>
<tr>
<td>Weight</td>
<td>Approx. 3.2 kg (7 lb)</td>
</tr>
</tbody>
</table>

### Scanning Specifications

<table>
<thead>
<tr>
<th>Type</th>
<th>Full-Colour Scanner</th>
</tr>
</thead>
<tbody>
<tr>
<td>Interface</td>
<td>Ethernet, USB 2.0, USB 3.0, IEEE 802.11b/g/n</td>
</tr>
<tr>
<td>Scanning Speed (Colour/B&amp;W)</td>
<td>300 dpi, A4, Simplex</td>
</tr>
<tr>
<td>B/W: 20 sec. or less, 8.4 sec. or less</td>
<td></td>
</tr>
<tr>
<td>*</td>
<td>Optional</td>
</tr>
</tbody>
</table>

**Fax Address Fax** *(Optional) Fax Kit FK-513 is required.*

- **Protocol:** SET, SMIP, TCP/IP, Simple mode
- **Transmission:** TCP/IP, SMTP
- **Speed:** Max. 60 sheets, 300 dpi, 30 lines/mm

---

1. Optional
2. Supports the 32-bit (x86) or 64-bit (x64) environment.
3. Supports the 32-bit (x86) or 64-bit (x64) environment.
4. Setting is performed in the Status Menu in the control panel. For more information, refer to the Operation Guide and Service Manual.
5. The time required to start printing when the main power switch is turned on from OFF to ON.
6. The time required to start printing when both the main power switch is turned on from OFF to ON.
7. Without options, with paper trays pulled out, and multiple bypass tray, auxiliary tray and ADF opened.
8. May vary depending on the operating environment and usage.
Specifications

Job Separator JS-506 (Optional)  *Optional Mount Kit MK-603 is required.

- **Support Paper Type** (Weight)
  - Tray 1: Plain paper (60 to 90 g/m²), thick paper (91 to 256 g/m²), Envelope, Tab paper, Banner paper
  - Tray 2: Plain paper (60 to 90 g/m²), thick paper (91 to 256 g/m²), Envelope, Tab paper, Banner paper

- **Support Paper Type** (Weight)
  - Tray 1: Plain paper (60 to 90 g/m²), thick paper (91 to 256 g/m²), Envelope, Tab paper, Banner paper
  - Tray 2: Plain paper (60 to 90 g/m²), thick paper (91 to 256 g/m²), Envelope, Tab paper, Banner paper

- **Stacking Capacity**
  - Tray 1: 100 sheets (60 to 90 g/m²)
  - Tray 2: 100 sheets (60 to 90 g/m²)

- **Power Requirements**
  - Supplied from the MFP main body.

- **Max. Power Consumption**
  - DC 5 V 500 mA

- **Dimensions [W] × [D] × [H]**
  - 98 × 64 × 1.033 mm (3-7/8" × 2-1/4" × 1/4"

- **Weight**
  - Approx. 90 kg (198 lb)

* Short edge feed

Finisher FS-S34 (Optional)  *Optional Mount Kit MK-603 is required.

- **Model**
  - Paper Feed Cabinet PC-114 (Optional)

- **Dimensions [W] × [D] × [H]**
  - 59 × 82 × 7.4 mm (2-1/4" × 3-1/4" × 3"

- **Weight**
  - Approx. 6 kg (13 lb)

Paper Feed Cabinet PC-114 (Optional)

- **Support Paper Type** (Weight)
  - Tray 1: Plain paper (60 to 90 g/m²), thick paper (91 to 256 g/m²)

- **Support Paper Type** (Weight)
  - Tray 1: Plain paper (60 to 90 g/m²), thick paper (91 to 256 g/m²)

- **Paper Capacity**
  - Tray 1: 50 sheets (60 to 90 g/m²)
  - Tray 2: 3,000 sheets (60 to 90 g/m², A4*1 or smaller, B5 or larger)

- **Support Paper Type (Weight)**
  - Tray 1: Plain paper (60 to 90 g/m²)
  - Tray 2: Thick paper (91 to 256 g/m², special paper)

- **Dimensions [W] × [D] × [H]**
  - 564 × 640 × 254 mm (22-1/4" × 25-1/4" × 10"

- **Weight**
  - Approx. 24 kg (53 lb)

* Short edge feed

Paper Feed Cabinet PC-214 (Optional)

- **Support Paper Type** (Weight)
  - Tray 1: Plain paper (60 to 90 g/m²), thick paper (91 to 256 g/m²)

- **Support Paper Type** (Weight)
  - Tray 1: Plain paper (60 to 90 g/m²), thick paper (91 to 256 g/m²)

- **Paper Capacity**
  - Tray 1: 500 sheets, thick paper: 150 sheets

- **Support Paper Type (Weight)**
  - Tray 1: Plain paper (60 to 90 g/m²)
  - Tray 2: Thick paper (91 to 256 g/m²)

- **Dimensions [W] × [D] × [H]**
  - 564 × 640 × 254 mm (22-1/4" × 25-1/4" × 10"

- **Weight**
  - Approx. 24.5 kg (54 lb)

* Long edge feed

Authentication Unit (IC Card type) AU-2015S (Optional)

- **Applicable Card**
  - FeliCa ED, FeliCa SD, FeliCa PD/PC (Standard), FeliCa Private, SEACard (M), SEACard (N), NFC (Host Card Emulation)

- **Interface**
  - USB 2.0

- **Configuration**
  - Approx. 10 x 10 x 20 mm

- **Max. Power Consumption**
  - DC 3.0 V 500 mA

- **Dimensions [L x W x D]**
  - 98 × 64 × 13 mm (3-7/8" × 2-1/4" × 1/2"

- **Weight**
  - Approx. 38 g (1.3 oz)

Authentication Unit (Biometric type) AU-102 (Optional)

- **Biometric Reader**
  - Transmission-type optical system

- **Interface**
  - USB 2.0

- **Configuration**
  - Approx. 10 x 10 x 20 mm

- **Max. Power Consumption**
  - 5.0 mA

- **Dimensions [L x W x D]**
  - 98 × 64 × 13 mm (3-7/8" × 2-1/4" × 1/2"

- **Weight**
  - Approx. 38 g (1.3 oz)
### i-Option

<table>
<thead>
<tr>
<th>Model</th>
<th>Function</th>
<th>Note</th>
</tr>
</thead>
<tbody>
<tr>
<td>i-Option LK-102 v3</td>
<td>Encrypted PDF or PDF/A (1a/1b)</td>
<td></td>
</tr>
<tr>
<td>i-Option LK-104 v3</td>
<td>Voice guidance*1</td>
<td></td>
</tr>
<tr>
<td>i-Option LK-105 v4</td>
<td>Searchable PDF</td>
<td></td>
</tr>
<tr>
<td>i-Option LK-106</td>
<td>Barcode font (Code39, QR Code, PDF417)</td>
<td>Upgrade Kit UK-211 is required.</td>
</tr>
<tr>
<td>i-Option LK-107</td>
<td>Unicode font</td>
<td></td>
</tr>
<tr>
<td>i-Option LK-108</td>
<td>OCR font (OCR-A, OCR-B (PCL))</td>
<td></td>
</tr>
<tr>
<td>i-Option LK-110 v2</td>
<td>File format extension package</td>
<td></td>
</tr>
<tr>
<td>i-Option LK-111</td>
<td>ThinPrint function</td>
<td></td>
</tr>
<tr>
<td>i-Option LK-114</td>
<td>Server-less Pull Printing function</td>
<td>Upgrade Kit UK-211 is required.</td>
</tr>
<tr>
<td>i-Option LK-115 v2</td>
<td>TPM function</td>
<td>Not available in China.</td>
</tr>
</tbody>
</table>

*1 Device Connection I/F Kit EK-608 or EK-609 is required.

### Space Requirements

<table>
<thead>
<tr>
<th>Model</th>
<th>Dimensions (unit: mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>bizhub C287/C227 + DF-628 + PC-214 (PC-114/PC-414/DK-514)</td>
<td></td>
</tr>
<tr>
<td>.bizhub C287/C227 + DF-628 + PC-214 (PC-114/PC-414/DK-514) + FS-533</td>
<td></td>
</tr>
<tr>
<td>bizhub C287/C227 + DF-628 + PC-214 (PC-114/PC-414/DK-514) + RU-514 + FS-534SD</td>
<td></td>
</tr>
</tbody>
</table>

11/2015